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What is the appropriate galvanizing
thickness for hot-dip galvanized cable

trays

Article Overview
Hot-dip galvanized cable trays typically require a minimum zinc coating thickness of
45µm for standard tray components, with heavier components requiring 55µm or
more.

Standard Requirements

For hot-dip galvanized (HDG) cable trays, the minimum zinc coating thickness is
primarily determined by the steel thickness and component type. According to
industry standards:

• Tray side and base plates (1.5–3mm thick): Minimum local zinc thickness of 45µm,
corresponding to a coating mass of at least 325 g/m² .
• Heavier components (brackets, supports >3mm thick): Minimum zinc thickness of
55µm .
• Local thickness: Measured at multiple points on the surface using a magnetic
thickness gauge; all points must meet the minimum requirement.
• Mean coating mass: Represents the average zinc mass per unit area of the entire
workpiece, typically verified by gravimetric methods .

Compliance with ASTM Standards...
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Jan 30, 2026

Specifying Hot Dip Galvanized Steel [HDG Datasheet 4a]

For the vast majority of applications, hot dip galvanizing can be simply specified
using the following reference: Hot dip galvanized to

Jun 27, 2026

Cable Tray: Hot-Dip Galvanized vs. Aluminum in Outdoor Application

Other manufacturers rely on the hot-dip galvanizer to inspect, deburr, and pack the
material for shipment. The cost of

Mar 02, 2026

STANDARD SPECIFICATION FOR HOT DIP GALVANIZING

The thickness of the galvanized coatings on ISO metric coarse threaded fasteners
shall conform with the requirements in AS/NZS

May 20, 2026

Specifying Galvanized Steel | Galco Hot Dip Galvanizing

For the vast majority of applications, hot dip galvanizing can be simply specified
using the following reference: Hot dip galvanized to

Jun 01, 2026

Specifying Hot Dip Galvanized Steel [Published 2024]

ng Hot Dip Galvanized Steel [Published October 2024] For the vast majority of
applications, hot dip galvanizing can be simply

Nov 07, 2025

HOT DIP GALVANIZING A PRACTICAL REFERENCE FOR

Standard specification for hot dip galvanized coatings ared by the galvanizing
industry through its technical working group, in

Nov 19, 2025

HDG Industry Specification Updates: What Engineers

Hot‑dip galvanizing (HDG) is governed by a framework of national and international
standards that evolve

Feb 02, 2026
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Measurement of the Thickness of Hot Dipped Galvanizing

In addition to monitoring the galvanizing process, the thickness or weight of the
galvanizing must be determined to verify that it

Mar 30, 2026

A Comprehensive Guide to Hot-Dip Galvanizing Thickness

How to Measure the Hot-Dip Galvanizing Thickness? The best approach is to utilize a
magnetic thickness gauge,

Mar 15, 2026

Galvanizing Thickness: Standards, Dimensions, and Service Life

Selecting the correct galvanizing thickness, in compliance with standards and tailored
to specific operating conditions, is essential to

Jan 19, 2026

Zinc Coating Standards and Testing | PDF

The document outlines standards and specifications for galvanizing and testing of
materials. It lists relevant Indian standards for hot

Apr 20, 2026

Perforated GI Cable Tray Specifications

The document provides technical specifications for perforated galvanized iron (GI)
cable trays with tray covers. It outlines 5 key

Jul 07, 2026

Hot Dip Galvanizing Thickness: Why It Matters

For example, the ASTM A123 specification standard range for hot-dip galvanizing is
1.4 to 3.9 mils. As long as the

Jul 08, 2026

﻿Galvanizing Thickness: Standards, Dimensions, and Durability

Here is the complete list of hot-dip galvanized article range. ﻿ How is the thickness of
galvanizing measured? ﻿ Once the product

Dec 11, 2025

EN ISO 1461

EN ISO 1461 galvanizing standard EN ISO 1461 Coating Thickness for galvanizing
When hot dip galvanizing is specified, the surface
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HDG Perforated Cable Tray | GI Cable Tray Manufacturer

Hot Dip Galvanized (GI)Perforated Cable Trays are metal trays coated with a layer of
zinc through the hot-dip galvanizing process.

Apr 09, 2026

INSPECTION

INSPECTION Hot-dip galvanizing is one of the most economical, maintenance-free
corrosion protection systems available. Like any

Mar 13, 2026

Galvanized Cable Tray Zinc Coating Standards and Regulations

Tray Sheet Metal Thickness: Typically, the side plates and base plates of cable trays
range from 1.5mm to 3mm in

Jan 01, 2026

Galvanizing Processes

This procedure is also used to produce mill galvanized and hot dip mill galvanized
material. The coils are then slit to size and

Jul 19, 2026

Galvanized Coating: Thickness, Factors, and Influence

This article will guide you through the different thickness ranges of galvanized
coatings, explore the factors affecting

Sep 29, 2025

What are the main types of galvanized cable tray?

Learn the main types of galvanized cable trays, including HDG cable tray, GI cable
tray and Pre-galvanized cable tray

Mar 30, 2026

Maximum Coating Thickness

The specifications for hot-dip galvanizing do not set a maximum coating thickness, so
there is no limit on the
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Galvanizing Specifications
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Hot-dip galvanizing is done in accordance with long established ASTM specifications.
There are three main specifications (ASTM

Jul 01, 2026

A Guide to Hot Dip Galvanizing to Standard BS EN ISO 1461 : 2009

A Guide to Hot Dip Galvanizing to Standard BS EN ISO 1461 : 2009 The European and
International standard covering post

Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://www.greatpremiersolutions.co.za
Email: sales@greatpremiersolutions.co.za
Phone: +27 82 914 3675
Address: Unit 5, Silicon Heights, 22 Electron Avenue, Cape Town, 8001, South
Africa

This document is for informational purposes only. Specifications subject to
change without notice.
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